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Existing chain link fence ——
\

C

Existing concrete

pool deck j

Existing flush gutter ot zero water

depth to remain. Cut ond patch odiccent
downslope concrete surface so thot liner
termination bar will loy flush with gutter. 7

~ Existing shade
structure this
area -

Existing
ifeguard
chair

For bid purposes, assume
entire pool shell In shaded
areo (wells and floor) requires
2" thick surface potch.
Assume balance of peol

regulres cdditional 500 cublc
feet of patch. ——————

‘I""OI -. O" 9/—

~
Existing ladder =

Existing
snack bar

Existing
lodder

Existing stainless
steel gutter

- ENTIRE POOL: Visuadlly exmaine existing concrete to
Identify and mark all cracks. Epoxy iniect cll cracks.
Chain drag test entire poo! shell to locate spalled
concrete, notfy Engineer to witness festing. Remove all
falled concrete down to sound base, vacuum and power-
wash. Replace any corroded reirforcing steel by lapping
In new bers. Sawcut edge of repaoir aress to produce
nect joint. Apply epoxy-modified bonding & anti-corrosion
cgert. Patch with repair morter or concrete (see
enlarged details and written specificotions).

Existing
lacder
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"~ Existing concrete

pocl deck
.
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T Existing fiter
building

POOL PLAN
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Existing wood fence

Existing
lecder

— Existing
ifeguard
chair

Existing
lcader
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Existing flush gutter at zere water
depth t¢ remain. Cut and patch
adjacert downslope concrete surfece

flush with gutter.

ENTIRE POOL: Visually exmaine exlsting concrete to Identify and mark all cracks. Epoxy inject all cracks. Chaln drog test entire pool shell to
locote spalled concrete, notfy Engineer 1o witness testing. Remove all falled concrete down to sound base, vacuum cnd power-wash. Wire
brush oll exposed reinforcing steel to remove rust, Sowcut edge of repair creas o produce neat joirt. Apply epoxy-modifled bonding & anti-
corrosion cgent. Patch with repair mortor. See enlarged detalls cné written specfications.

so that liner termination bar will lay y ;
40 -
A A Woater level
Existing concrete For bid purposes, assume this area requires surface patch, 2" thickness
EE—— pool deck to Existing
remain - concrete pool
i floor (V.LF.)

Existing concrete
pool deck

Existing
link fence

chain

LONGITUDNAL SECTION

V8 =1-0"

ENTIRE POCL: Visudlly exmaine existing concrete to identify and mark all cracks. Epoxy inject all cracks. Chain drag test entire pool shell to
locate spalled concrete, notfy Engineer to withess testing. Remove all falled concrete down to sound base, vacuum ond power-wash. Wire
brush all exposed reinforcing steel to remove rust. Sawcut edge of repair creas tc produce neat joint. Apply epoxy-modified bonding & onti-

; corrosion agent. Patch with repair morrar. See enlarged details and written specifications. A
e ’7’
s , 2 | | =) () Existing wood
WHERE WATER DEFTH IS LESS THAN 2 FEET, FOR BID PURPOSES ASSUME FULL FLOOR & WALL AREA REQUIRES p .
SURFACE PATCH, 2 THICKNESS., ence
Existing stoinless Existing stainless . Exlsting concrete .
steel gutter stee! gutter pool deck
Existing concrete \

concrete pool loor —\ .

TRANSVERSE SECTION
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Patch with repair morter. See
written specification for products,

4,000 psi concrete

Remove spadlled, loose concrete Remove foiled concrete full- ‘ B Sawecut edge of pctch
i el \ Thickn . Wire brush reinforcing reg, min. /2" de
down to solid material. if rebar is | - Sawcut edge of patch TC~I fss Wire b ui reinforcing ! area 2’ deep
i - { \ A i rem r T o Wi
found V:rrrhm patch arec, expose ful “ area, min. /2" deep g ?e C,’ i S 0\/:/6 ; = _
circumference. Wire brush \ edge of concrete and reinforcing — Existing sound
reinforcing steel o remove rust. \ ‘ steel, \ ‘ concrete to remain

Existing sound

Vaccum dll ris an werwash
occum dll debris and powerwas cancrete o Feriain

substrate ond reinforcing steel. j

/ t /

;ri oz _—
AN

Coat dll existing reinforcing / Existing — O\

4 | ' = S .
steel ond concrete substrate |\ / reinforcing steel Coct dll existing reinforcing steel
with epoxy-modified “ mot V.|.F. and concrete Joint with epoxy-
cementitious bonding & anti- modified cementitious bonding &
corrosion agent. See written anti-corrosion agent. See written

specification for products, — reinforcing steel

specification for products.

SURFACE PATCH DETAIL FULL-THICKNESS PATCH DETAIL

/2 =1-0" 11/2' =10

Existing
mat V.I.F.

PATCH DETAILS
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